
Canadian Natural

COLD LAKE CLEAR WATER 

HYDROCARBON CONDUCTIVE 

HEATING PILOT PROJECT

DIRECTIVE 54 ANNUAL 

PERFORMANCE PRESENTATION

Experimental Scheme Approval 12812 (as amended)

June 30, 2022

CONFIDENTIAL



4.1

Introduction



The purpose of this Experimental Scheme is to design and execute a test consisting of three (3) horizontal wells, of 

which one will be equipped with a heater cable, another for continuous hot fluid circulation and the third as a control 

well on cold production (no heat stimulation). The project will help establish Clearwater primary oil recovery potential 

and performance using the application of a heater cable and continuous hot fluid circulation (“the conductive heating 

technologies”).

During the life of the Experimental Scheme, Canadian Natural proposes to:

1. Demonstrate proof of concept, measure and compare oil recovery from each of the horizontals

2. Measure key economic indicators including recovery rates, volumes, CAPEX and OPEX

3. Validate results against the reservoir simulation study

4. Pilot facilities and well design

5. Use facility design and execution as a baseline for further optimization
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4.1, 1) Scheme Setting and Background
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4.1, 1) Scheme Setting and Background (cont’d)

Cable well 102/10-34-062-06W4

Emulsion Circ Well, 103/08-34-062-06W4

Control Well, 102/08-34-062-06W4



• Current Pilot Status, 2021

‒ Feb 2021,102/08-34 pump replaced and start production

‒ Sep 2021, 103/08-34 restart with water circulation through VIT tubing

‒ Nov 2021,102/08-34 pump replaced and start production
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4.1, 1) Scheme Setting and Background (cont’d)



4.2

Subsurface
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4.2, 2) Production Plot: 102/10-34-62-06-W4 Pilot
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4.2, 2) Production Plot: 102/08-34-62-06-W4 Control Well
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4.2, 2) Production Plot: 103/08-34-62-06-W4 Emulsion Circulation Well
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4.2, 3 b) Pay Isopach and Resource Cut-off (Clearwater)

Clearwater Net Pay 

60% oil saturation cutoff
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4.2, 3 c) Major Gas and Water Intervals

Upper Clearwater, Gas Isopach Upper-Middle Clearwater, Gas Isopach
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4.2, 3 d) Geomechanical Anomalies

Å There are no known geomechanical anomalies
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