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Introduction

Directive 054 Section 4.1



Background
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Å The BlackGold Oil Sands Project (BlackGold) is a steam-assisted gravity drainage 

(SAGD) project owned and operated by Harvest Operations Corp.

Å Initial Phase Commercial Scheme Approval received in 2010 for 1,590 m3/d bitumen 

production on an annual average basis 

Å Expansion Phase approved in 2013 for an additional 3,180 m3/d (4,770 m3/d total) 

bitumen production

Å Initial Phase became operational in 2018

Å Expansion Phase  has not yet received 

final investment decision (FID) 

SAGD Recovery Process



Location
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Å Project Area covers 12 sections of land in 076-07 W4M, 

approximately 10km southeast of Conklin, Alberta
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Subsurface

Subsurface

Directive 054 Section 4.2



Scheme Performance
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Drainage Patterns  
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: Project Area

: Well with core (131 wells)
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BlackGold Stratigraphy
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Stratigraphic Column

Stratigraphic Reference Well

 1AA/11-14-76-7W4M

Source: Wightman & Pemberton, 1997 
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Wabiskaw Formation 

McMurray Formation

Wabiskaw Sand 

Top Pay
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Net Pay Criteria:  
 Resistivity (RT) >= 20 ohm-m
 Porosity (DPSS) >= 27%
 > 10 m continuous net pay
 No continuous breaks > 1 m

NOTE: 10m continuous pay is defined from cores, 
images and well logs.  Not all shale breaks 
are continuous 

BlackGold SAGDable Net Pay Definition

Top of Beaverhill Lake Formation 

Non Pay
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McMurray and Wabiskaw SAGDable Net Pay
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McMurray SAGDable Net Pay

Net Pay Cutoff: 10 m                       Contour Interval: 5m

Wabiskaw SAGDable Net Pay

Net Pay Cutoff: 10 m                       Contour Interval: 2m



McMurray Bottom Water Isopach

Å Localized bottom water present over 

project/development area

Å No McMurray formation top gas identified
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Contour Interval: 1m



McMurray Bottom Water

Å Bottom water is generally localized and thin, and is usually either vertically 

distant or stratigraphically separate from identified SAGDable pay

SAGD well-pair

08-1202-1203-1204-12

Localized 
bottom 
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Wabiskaw Top Water and Top Gas Isopach
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Wabiskaw Top Water

Contour Interval: 1 m

Wabiskaw Top Gas

Contour Interval: 1 m
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Geomechanical Anomalies

Å No karsting in 

project area

Å No salt dissolution

Å Quaternary 

channel does not 

incise Clearwater 

shale, or 

Wabiskaw caprock

Å Datum: sea level



3D / 4D Seismic Activity 
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Project Area 

3D Seismic (23 km2) 2007 

4D Seismic (4.5 km2) 

Baseline: 2012

Monitor: 2020*

* 2020 was last seismic acquisition



Quaternary
Channel base

Clearwater

Beaverhill Lake

Wabiskaw

McMurray

Example Seismic Line from 3D
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4D Seismic

Å Reservoir heating by 

steam injection decreases 

sonic velocity of ñheated 

zoneò, resulting in 

depressed Beaverhill 

Lake (BHL) formation top 

in time domain (2020 BHL 

2-way time > 2012 BHL 2-

way time). 

Å No 2023 update

Å Map is BHL time 2012 ï 

BLH time 2020. Scale is 

seconds.

Å Negative numbers show 

increase in 2-way travel 

time due to reservoir 

heating

 



Representative Well Cross Section
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Original Bitumen in Place and Well Pattern Properties

19*Note: Recovered volumes as of December 31, 2023

Property

McMurray Wabiskaw

Development Area East West Development Area

Area (ha) 2,946.0 86.3 52.9 2,946.0 

Original bitumen in place (MM m3) 68.8 6.7 3.7 17.7 

Produced to date (MM m3)* 2.39 1.66 0.73 -   

Recovery to Date (%)* 3.48 24.78 19.81 0.00

Producible Bitumen (MM m3) 32.80 3.50 1.40 7.50 

Ultimate Recoverable (MM m3) 33.70 4.30 1.50 7.50 

Ultimate Recoverable (%) 49% 64% 41% 42%

Net Pay (m) 15.30 26.00 26.70 12.70 

Porosity (%) 0.31 0.31 0.31 0.33 

Oil Saturation 0.77 0.77 0.77 0.77 

Vertical Permeability (mD) 2,600 2,600 2,600 TBD 

Horizontal Permeability (mD) 4,500 4,500 4,500 5,000 



Co-Injection
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Å Co-injection is not currently used at the BlackGold Project.

Å Harvest is continuing to evaluate optimal timing to initiate Non-Condensable Gas co-

injection; expected completion of study end of 2024. 
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Surface

Directive 054 Section 4.3



Built and Planned Surface Infrastructure
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Å As-built infrastructure 

includes a central 

processing facility, two 

SAGD well pads (101, 

102), source water 

pads, pipelines, roads 

and operations camp

Å Location of additional 

well pad locations 

(104, 105, 106) 

subject to change

 



Built and Planned Surface Infrastructure
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Trucking Area Control 

Room

Diluent/Sales Oil

Flare System

Water Treatment

Utility Area

Oil Separation 

Produced 

Gas

Steam 

Generation

Storm Water Pond

Å Existing Initial 

Phase 

infrastructure 

shown

Å Expansion 

Phase  

infrastructure 

to be located 

within same 

plot space as 

Initial Phase

 



Central Processing Facility Modifications
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The following modifications, which did not require AER applications, were completed in 

2023:

ÅCompleted 24 minor MOC improvements to the BlackGold central processing facility. No major 

changes.

ÅSigned a Pipeline Transportation Agreement with Inter Pipeline (IPL) for Shipping Dilbit and 

Diluent. 

Á FEED initiated in 2023

Á Detailed Engineering planned for 2024

Á Construction and In-Service planned for 2025

 



Facility Bitumen and Steam Rates
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*Note - June 2023 ï Maintenance Outage 
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Historical and 
Upcoming Activity

Directive 054 Section 4.4



Surface Heave Monitoring
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Å TRE Altamira (A CLS Group Company) provides 

surface heave monitoring

Å The program measures: 

Á ground displacement using both Natural Reflectors (NRs) 

and 30 Corner Reflectors (CRs) and 

Á the ñannual average displacement (mm/yr) calculated 

from a linear regression of the displacement time series 

over the analysis periodò (i.e., amount of displacement 

measured against original baseline).

Á Satellite image acquisitions occur on a 12-day revisit 

frequency

Å Original baseline was acquired in December 2017 

prior to Project ñfirst steamò in June 2018

Å The area of interest covers 8.67 km2 which includes 

Well Pad 101 and Well Pad 102 and their drainage 

patterns.

Å Report provided to AER covers heave monitoring 

periods:

Á 15 December 2017 to 29 June 2022, in general

Á 23 May 2020 to 29 May 2021, and 29 May 2021 to 29 

June 2022, in particular

 



Surface Heave Monitoring
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Å CR displacement values over the drainage pads were 

higher for 2020ï2021, showing on average +7 mm of 

heave compared to +5 mm for 2021ï2022.

Å CRs with the highest heave during both annual 

periods were:

Á CR17 (Pad 101) showing the highest value for 2020-2021 

(+16 mm) and 

Á CR21 (Pad 102 East) showing the highest value for 2021-

2022 (+14 mm)

Å Over the wellheads, NRs recorded the highest 

cumulative displacement values over Pad 101 for 

both annual periods, with a maximum value of +23 

mm for 2020-2021 and a maximum value of +25 mm 

for 2021-2022.

Å For 2017-2022:

Á On average, CR cumulative displacement values over the 

drainage pads were highest over Pad 102 West (+29 mm), 

followed by Pad 102 East (+25 mm) and Pad 101 (+19 mm).

Á Over the wellheads, NRs recorded the highest cumulative 

displacement values over Pad 101 (+47 mm), followed by 

Pad 102 (+40 mm).

Next surface heave monitoring update will be 

provided in the 2025 annual performance report. 



Suspension and Abandonment Activity
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Å On October 27, 2019, 101-02 Electric Submersible Pump (ESP) failed due to high 

solids loading and the well was later diagnosed with a compromised sand control liner

ÁIn March 2021,  the injector was returned to service to provide pressure support for the 

neighboring well pairs. Injection was suspended in June 2022, and the well was abandoned and 

redrilled in October 2022. There are currently no plans to commence injection in this well. 

ÁThe existing producer is currently suspended as per Directive 013: Suspension Requirements 

for Wells (2022)

Å None of BlackGoldôs wells have reached the ramp-down or blow-down stage.

Å 101I2-R ï Completed the remedial repair in December 2023 and Directive 087: Well 

Integrity Management (2022), Non-routine Slimhole Repair Application approved by 

the AER on January 29, 2024.

 



Regulatory and Operational Changes
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Regulatory Changes

Å Application No. 1942656 ï April 6, 2023, Directive 023, Category 1 amendment application to:

Á Drill via sidetrack or from surface (contingency) well producer 101-04 at Pad 101, and

Á Drill via sidetrack or from surface (contingency) well producer 102-09 at Pad 102.

Å Application No. 1948696 - September 22, 2023, Directive 023, Category 2 amendment application to:

Á Update the well trajectories for new outfill SAGD well pairs 102-11 and 102-12 at Pad 102.

Å Application No. 1949330 - November 29, 2023, Directive 023, Category 2 amendment application to:

Á To increase the bottomhole Maximum Operating Pressure (MOP) for the start-up steam injection phase to 5.5 

MPa from the currently OSCA approved 4.0 MPa for up to 120 days of start-up/first steam for:

New SAGD well pairs 102-11 and 102-12 at Pad 102; and

Any re-drilled from surface SAGD well at Pad 101 or Pad 102.

Á To increase the bottomhole MOP up to 5.0 MPa upon conversion to full SAGD mode in order to ramp-up for 

SAGD operations and improve steam chamber conformance along the horizontal section of the following wells:

New SAGD well pairs 102-11 and 102-12 at Pad 102; and

Any re-drilled from surface SAGD well at Pad 101 or Pad 102.

Operational Changes

Å Side-track 101-P4 was drilled and put on production in June 2023

Å Pad 102 was expanded within Mineral Surface Lease (MSL 091557) and SAGD well pairs 102-11 

and 102-12 were drilled in Q4 2023.

 



Technology Pilots
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Å 102-06 injector well also equipped with Vacuum Insulated Tubing (VIT).

Á After the installation of the VIT in April 2021, the temperature in the intermediate decreased 

125°C to allow for higher-quality steam. 

Å The steam oil ratio (SOR) on 102-06 well pair has improved with the installation of a 

shiftable Flow Control Device (FCD).

Å Shiftable FCDs on the injectors allow further optimization and remain part of 

Harvestôs future completion design strategy on current and new injectors.

Å The wells with FCD completions have seen improved conformance along the 

horizontal.

Å Harvest is using Distributed Temperature Sensor (DTS) fiber technology to operate 

production wells and testing Distributed Acoustic Sensor (DAS) technology to 

understand chamber development and wellbore hydraulics.

Å All new producers will utilize liners equipped with wire-wrapped screen (WWS) and 

FCDs.

Å Harvest completed liners FCD and Intermediate Casing Integrity Study with Noetic 

Engineering.



Operational Challenges and Lessons Learned
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Å Production was curtailed in 2023 due to a shortage of trucks available to transport 

sales oil.

Å ESP and well performance optimization ongoing to improve pump run-life 

ÁNew metallurgy and new operating strategy.

Å New liner design with WWS for sand control and FCD for improvement to well 

conformance

Å Injector Completion with Steam Splitters modeled in Madala ïwellbore hydraulics 

simulation software.

Å New FCD systems on liners modeled in Madala ïwellbore hydraulics simulation 

software.

Å Completion solution for fast (re-drilled producers) steam start-up with ESP in well.

Å Re-drilling producers using injectors as ranging antennas.



Operational Challenges and Lessons Learned
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Å ESP and well performance optimization ongoing to improve pump run-life.

Å Re-drill completed on one well in 2023

ÁNoted the lack of sand control on the pulled liner of the re-drill well

ÁNew liners will address the short ESP run due to sand 

 



BlackGold Saline Source Water
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Å 1F1/01-11-076-07W4/00 ï Main Source

Å 1F1/07-11-076-07W4/00 ï Main Source

Å 100/01-11-076-07W4/00 ï Backup Source

Å 100/07-11-076-07W4/00 ï Backup Source



BlackGold Saline Source Water
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